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withdrawn without notice.
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These products comply with the requirements 
of the Low Voltage Directive 73/23/EEC and 
the EMC Directive 89/336/EEC
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9001:2000
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0963791).
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Îáùèå õàðàêòåðèñòèêè 

Ïîêàçàòåëü     Çíà÷åíèå

Ðàçðåøåíèå (°Brix / nD)*                 0.1 / 0.0001

Òî÷íîñòü (°Brix / nD)*                        ±0.2 / ±0.0003 

Aâòîòåðìîêîìïåíñàöèÿ                   ê 20 °C (ïî øêàëå ICUMSA)

Äèàïàçîí òåìïåðàòóð                      5 – 40 °C

Âðåìÿ èçìåðåíèÿ                            ìåíåå 0.5 ñåêóíä

Ïèòàíèå                                           áàòàðåÿ 9Â (êðîíà)

Ãàáàðèòû                                         183ìì x 55ìì x 46ìì

*Brix - ìàññîâûé % ñîäåðæàíèÿ ñàõàðîçû â âîäå, nD - ïîêàçàòåëü ïðåëîìëåíèÿ

Õàðàêòåðèñòèêè è êîäû ìîäåëåé

Mîäåëü        Êîä           °Brix                    Ïîêàçàòåëü ïðåëîìëåíèÿ

DR103 44-901 0-35 1.3330 – 1.3900

DR103L 44-903 0-45 1.3330 – 1.4098

DR112 44-904 28-65 1.3800 – 1.4535

DR122 44-905 60-92 1.4400 – 1.5230

Ðåôðàêòîìåòðû ñåðèè DR îòíîñÿòñÿ ê êëàññó ýêîíîìè÷íûõ öèôðîâûõ àíàëèçàòîðîâ, îñóùåñòâëÿþùèõ
òî÷íûå è ñêîìïåíñèðîâàííûå ïî òåìïåðàòóðå èçìåðåíèÿ ïî íàæàòèþ îäíîé êëàâèøè. Ïðî÷íûé è
êîìïàêòíûé êîðïóñ ïîçâîëÿåò èñïîëüçîâàòü èõ â óñëîâèÿõ ïðîèçâîäñòâåííîãî öåõà íà ïðåäïðèÿòèÿõ
ïèùåâîé îòðàñëè.

Âñå ðåôðàêòîìåòðû DR ïðîõîäÿò âñåñòîðîííèé êîíòðîëü êà÷åñòâà è 
íà íèõ ïðåäîñòàâëÿåòñÿ 12-ìåñÿ÷íàÿ ãàðàíòèÿ. Â êîìïëåêò ïîñ-
òàâêè âõîäèò èíñòðóêöèÿ, ìÿãêèé òðàíñïîðòèðîâî÷íûé 
êåéñ è ñåðòèôèêàò ñîîòâåòñòâèÿ (CE).

Â çàâèñèìîñòè îò îáëàñòè ïðèìåíåíèÿ è 
äèàïàçîíà èçìåðåíèÿ Âû ìîæåòå
âûáðàòü îäíó èç 5 ìîäåëåé.

Ìîäåëü äëÿ âèíà 

Mîäåëü     Êîä       Øêàëà              Äèàïàç.   Ðàçðåøåíèå   Òî÷íîñòü

DR401      44-906   °Brix                    0-35            0.1               ±0.2

Àëêîãîëü               0-22°           0.1                   ±0.2

Oechsle 0-150° 1 ±1

KMW (Babo) 0-25° 0.1 ±0.2


